
Setting Up the Hardware in MyoResearch XP  
Clinical Applications Protocol 

 
Note:  MyoResearch XP is defaulted to measure data using a Demo Driver which 
simulates the data.  These instructions will guide you through the process of setting up 
MyoResearch XP with your hardware. 
 
Clinical Applications Protocol  
 
1)  From the Choice of Protocols Screen, click “Measure”.  
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
2)   Click “Modify” in the Measurement Setup Screen. You will see the same screen with 
more options.  
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3)  Click on the Hardware Icon 
 

 
 
 
4) In the Hardware Setup screen, the “Demo driver” is pre-selected in the Hardware 
Device panel.   
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5) Click on the appropriate piece of hardware. (You may need to scroll down in the 
Hardware Device panel to find your hardware.) For example, if your system is the 
TeleMyo 2400T, you will scroll down and choose the TeleMyo 2400T as shown in the 
screen below. 
 

 
 
 
6)  Click OK and you will return to the Measurement Setup screen. 
 
 
Your Hardware is now set up to work with MyoResearch XP.  At any time you can 
change the hardware back to the Demo Driver.  The Demo Driver is used to practice 
using the software without having any equipment connected. 
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